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Specifications:
Model
Nominal Power [W][+5%]
Open Circuit Voltage [V]
Short Circuit Current [A]
Maximum Power Voltage [V]

Maximum Power Current [A]
Initial Values

Maximum System Voltage [V]
Dimensions [mm]

Weight [kg]

Connector

Cable Length [mm]

Cable size [mm?]

Temperature coefficients:

Nominal Power [W]
Open Circuit Voltage [V]
Short Circuit Current [A]

Outline:

1114

1414

650

240

240

650

12x Drain hole-7x15mm /

Front-side view

NT-135AX

135
76.8
2.82

59

2.29

Pmax : Refer to installation manual

Voc : Approximate 4% higher than stablized voltage
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Current v.s. Voltage Characteristics
(Cell temperature : 25°C)

o 10 20 30 4 S s 70 8 90
Voltage (V)

3¢ Data above represent stabilized values at Standard Test
Conditions(STC) [Irradiance:1000 W/n?, Spectrum: AM1.5,
Cell temperature: 25”0].

s All electrical ratings with a tolerance of +10%, unless
specified otherwise. Specifications are for reference only and
subjected to change without notice.

Power warranty : maintain-more than 90% of minimum rated
power for 10 years.
maintain more than 80% of minimum rated power for 25 years.

31 Product warranty : free from defects for 5 years.

Certifications:
o |EC 61646/61730 o 1SO 9001:2000
o C€ © 1SO 14001:2004




